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Product description 
Bono 2120 is a high-quality tape based on PET non-woven and coated with high-
performance rubber PSA. It is used for wrapping and protection of wire harness. It can 
be tear by hand. It has the characteristics of high matching and wide application range. 
The characteristics of tape are: Hand Applicable, Good Noise Reduction Performance, 
Excellent Anti-Aging Performance, Good Abrasion Resistance, Meet RoHS 2.0、REACH, 
Low VOC、Low Odour  

 
Product Information 

Material of Carrier PET Non-woven 
Color of Carrier Black 
Total thickness 0.290 ± 0.05 (290 μm) 
Type of adhesive Rubber PSA 

 
Technical Information (average values) 
Adhesion to Steel 2≥ 1.0 N/cm ASTM D 1000 
Adhesion to Backing 2≥ 1.0 N/cm ASTM D 1000 
Tensile Strength ＞ 20 N/cm ASTM D 1000 
Elongation ＞ 10  %. ASTM D 1000 
Unwind Force 1.0 ~ 6.5 N/cm EN 1944 
Abrasion Resistance B: 100 ~ 499 cycles ISO 6722 
Noise Dampening C: 5.0 ~ 10.0 dB(A) GMW 16740 
Flammability ≤100 mm/min ISO 3795 
Temperature Rating -40∼	+105 ∘C GMW 16740 

 
Product Form and Size  
Cut Roll: 19 mm*25 m (standard)  

 

Important Note  
1. The data above are typical values only, and should not be used for specifications 
purpose. 
2. Tolerance: Thickness: ±10μm; Width: ±1mm; Length: Cut Roll: ±0.3m 

 

Storage and Shelf Life  
12 months when stored at 23±2 ∘C / 50% relative humidity out of direct sunlight. 

 
Surface Preparation  
All the above data and information are based on our test results. Users must determine 
the applicability of the product for the desired purpose before use. 

 

 


